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gravimetric  detection  of  aerosol  deposited over  24 hours  periods  on  filters.  The measurement   sites  can  be 
considered representative of urban background for all the cases investigated.  Results show concentrations in 
good agreement with lognormal distributions, indicating that the PM10 fraction is about 69% of TSP and PM2.5 
is   about   81%  of   PM10,  which   allows   us   to   evaluate   that   the   fraction   of   PM2.5   is   about   56%  of  TSP. 













industrial   emissions   situated   to   the   NW   (Taranto)   and   NNW   (Brindisi).  Such   conditions   and   their 
implications for air quality is of great concern to the local administration (mainly the provincial government 
of Lecce).  Moreover, a research study involving dispersion models (Mangia et  al,  2000) has shown the 
probability, in the middle of the peninsula, of fallout of the pollution emitted by the power plants of Brindisi.
The   local   air   quality   control  network  consists   of  monitoring   stations  capable  of  measuring   the 
standard gas indicators (as required by National and European legislations) and only the total suspended 
particulate  (TSP)   for   the  aerosol  phase.   In  recent  years,   the  provincial  government    of  Lecce has  been 









analyzed.  Results   indicate,     a   decrease   in  both   concentration  peaks   and   average  values   for   high  wind 
velocities, confirming the efficacy of horizontal mixing in reducing aerosol concentrations. Also indicated is 
the presence of a few days with peaks in PM10 concentrations above the limit of 50  µ g/m3,  set  in the 
standards for PM10 mass concentration in the European legislation (Directive 1999/30/EC). Our analysis 
showed that several such  cases occurred during Sahara Dust events.
It   should   be   highlighted     that   there   is   a   general   lack   in   the   scientific   literature   on   aerosol 

















the  ISAC­CNR Research  Institute   is   located),  and  the  towns of  Galatina,  Maglie,  Campi  Salentina and 
Spongano.  The   locations,   indicated     in   figure   2,     all   lie   along   the  middle   line   of   the   peninsula.  The 
measurement   locations   were   chosen   in   order   to   be   representative   of   the   urban   background,   so   that 
measurements were  taken far away from the centre of the towns and far from roads with heavy traffic.




the  average)   some blank   filters  were  used  as  a  check  of  measurement  quality.  Experimental   errors  on 
gravimetric  measurements   of   PM   can   arise   from   several   independent   sources,  most   notably  moisture 



























The results indicate a value of  Pσ  equal to 41.3 µ g for the first set of 9 blanks and 26.6 µ g for the quartz 
fibre filters. The values of   Pσ   are smaller for the quartz fibre filters, reflecting their lower sensitivity to 
environment humidity. Supposing that 3 blank filters are used in a measurement campaign, the uncertainty 
on  mass­detection,   in   terms   of   one   standard   deviation,   can  be   considered   equal   to   g6.47ˆ P µ=σ   for 
cellulose nitrate filters, and  30.8 µ g for quartz filters. The Limit Of Detection (LOD) is usually evaluated as 



























considering   only   the   47   simultaneous  measurements   of   daily   concentrations   of   PM10   and   TSP,   the 


















of   the   population,   a   statistical   comparison   of   the   distribution   of   daily   concentrations  with   theoretical 
distributions was  performed. The method followed was the same as the one described in Hadley et al (2003) 
for  SO2  concentrations.  Two statistical  distribution models were considered:  normal distribution and the 
lognormal one. The correlation coefficient R2 is better for the lognormal distribution for both PM10 and TSP, 
as is expected in general for pollutant concentrations (Ott, 1990).  Figure 5 reports the distributions of PM10 
and TSP   (marks),   together with  the estimated  lognormal distribution (continuous  line).  The abscissa  is 
constructed   from  the  order   statistic  medians  or   normal   score,  Z(p),   calculated   from  the   inverse  of   the 
cumulative distribution function of the standard normal distribution.
The   agreement   is   reasonable  with  R2=0.973   for  PM10   and  R2=0.979   for  TSP.   For  PM10,   the 












































optical   index,  combined with  information provided by from meteorological  simulations  at  high altitude. 







of   the   particles     contained   in     Saharan   dust   are   larger   than   2.5  µ m   (coarse   fraction).   Therefore   a 
simultaneous  measurement   of   PM10   and   PM2.5   could   give   a   discrimination   between   anthropogenic 
particulate and natural sources. Such behavior is in agreement with the analysis reported in Blanco et al 



















































































Fig.   4)   (a)   PM10   concentrations   against   prevalent   wind   direction   for   different   measurement   sites.   (b)   PM10 

































2002  52  25  31  41  18  7  ­­  ­­   
2003  44  16  37  25  15  49  ­­  ­­   
2004  40  16  24  27  9  43  22  8  24 














Winter  44  21  45  23  12  58 












24/07/2002    80  113  0.71  SD 
03/02/2003  77  Not available  Not available  NSD 
07/05/2003   53  Not available  Not available  NSD 
09/05/2003    57  77  0.74  SD 
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